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AEC IST9 (1 0-20 кВА) - брошюра на продукцию. Юниджет

Постоянная ссылка на страницу: https://www.uni-jet.com/catalog/ibp/on-line-
ibp/aec-ist9/
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SERIES IST 9

UPS rack 19” IST9 (10-20kVA) are AEC’s range of three-phase rack online UPS, in starting from 
10kVA up to 20kVA The UPS IST9 series adopts the most innovative technologies with 3 IGBT 
levels, guaranteeing an efficiency of up to 96% and a unitary output power factor.

IST9 can be configured in input\output mode 1\1 or 3\1 or 3\3 directly from the display. Compact 
19” rack UPS, only 3U in rack cabinet height. The system includes a distribution module and a 
manual bypass disconnect for ease of maintenance.

UPS TRI-MONO   

IDEAL FOR

UPS ONLINE TOWER-RACK

10-20kVA
POWER RANGE

UPS MONOFASE     UPS MONOFASE     THREE-SINGLE PHASE UPS     
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OUTPUT  
TWO LEVELS

VOLTAGE WAVEFORM

OUTPUT  
THREE LEVELS

•   Flexible configurations settable on site 
with input / output 1: 1/3: 1/3: 3 with high 
input power factor ≥ 0.996;

•   3-level UPS with IGBT technology 
and output power factor up to 1 for a 
better load capacity at the same power 
with lower and more convenient initial 
investment costs;

•   Full digital control technology with low 
THDi: <3%.

EXCELLENT PERFORMANCE

Efficiency

Load Rate
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USER-FRIENDLY

•   Compact and space-saving design, it is 
easy to transport, install and use;

•   Both rack and tower installation.
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WIDE FLEXIBILITY

•  Up to 4 units connectable in parallel;
•  Tower and rack compatible design;
•  24-40 adjustable battery configuration;
•  Battery charger current up to 10A;
•  Smart RS485 + EPO;
•  ECO function.

RACK:

IST9 10-20KVA 

TOWER:
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SPECIFICATIONS OR DESIGNS CAN BE CHANGED AT ANYTIME WITHOUT NOTICE AND CANNOT BE USED TO FORM ANY CONTRACTUAL OBLIGATIONS.  

TECHNICAL SPECIFICATIONS

MODELS IST9100 IST9150 IST9200

INPUT

VOLTAGE (VAC) 80-280 (L-N) or 138-485 (L-L)

FREQUENCY (HZ) 40-70

POWER FACTOR ≥0.99

THDI <3%

OUTPUT

CAPACITY (KVA) 10 15 20

MAX. AC/AC EFFICIENCY 96,00%

POWER FACTOR 1.0

VOLTAGE (VAC) 220/230/240±1% (L-N) or 380/400/415±1% (L-L) (settable)

FREQUENCY (HZ) 50/60±0.1

THDV THD <2% (linear load), THD < 4% (nonlinear load)

TRANSFER TIME (MS) 0

ECO MODE Yes

OVERLOAD 115%~130% load for 15mins, 130%~150% load for 1min, above 150% load for  200ms

BATTERIES

VOLTAGE (VDC) ±192 (±144~±240 adjustable)

CHARGING CURRENT (A) 4 (1-10 settable)

OTHERS

COMMUNICATION 
INTERFACE

RS485+EPO
(RS232+Dry contact, SNMP are optional in slot

DISPLAY LCD

ALARM Low battery,  abnormal AC input, UPS failure, etc.

PROTECTION Low battery, overload, short-circuit and over temperature, etc.

NOISE (DB) < 55

TEMPERATURE (℃) -5~40

RELATIVE HUMIDITY 0 ~ 95%

DIMENSIONS (W×D×H) MM
UPS 438×500×130(3U)

Distribution Box 438×500×130(3U)

WEIGHT (KG)
UPS 20

Distribution Box 8




